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BMOTORCYCLE COMMON TOOLS

Thank you very much for your having placed confidence in Honda genuine service tools.
This latest addition to Honda’s line of motorcycle service tools combines quality with design
features providing versatility and economy.

The primary design concept is to allow for complete interchangeability between models
in the range from 50 cc to 1000 cc, contributing to reduced cost and tool stocks.

It is requested that this manual be read through in order that you may result in faster,

safer and more accurate repairs with minimum of effort.
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_@ METHOD OF USE
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1. .GAUGE, FLOAT LEVEL

07401 —0010000 _ Remove float chamber from the carburetor dismo-
Courtesy of Honda4Fun ) unted from the engine and set the end of the ma-
www.hondafour.com www.honda4fun.com ® PURPOSE OF USE . in scale of the gauge (Fig.2-@) and the end of
. L . ) the support arm (Fig.2~®) to the end of the
This device is used when selecting the operating . carburetor (Fig.2-®).

position of the float valve by measuring the hei-
ght from the end of the carburetor to the float.
(Fig. 1) :

{Note>
For vehicles in which the measuring position of
the carburetor is fixed, set to this position.

% Method of measuring and adjusting

Set float level gauge to the value in the manual or
in Table 1 and bend float arm to adjust so the

float valve operates when the float arm(Fg. 2-®)
just touches the top of the float valve {Fg. 2-D).

(IDSiiding scale

(DBotlom surface
(HMain scale - &
{Support arm

Fig.l
1
i
! /
()Float valve :
@Float arm
@®Clearance
@End of main scale
@End of support arm . APPL'CABLE MODEL
®End of carburetor May be used in common with all model
motorcycles, ;
Fig2 ¥ ;
Standard Standard Standard
Model Setting{mm) Meodel Setting(mm) Model Setting(mm)
[oi1] 10.0( PB40A) XR80 20.5 © T Cp2ss, CB36o 185
€50, Ca0M 15,5( C50C, 50MB) CBo0, CL30, SLA0 21.0 CY2GT, CI360T. CL360 18.5
550, 566 14,5 ST90 2o T T RRgED 14.5
NC50, NASD 10.0{ PAGBB@) CT30K 8 %0 0 JMi250 20.0
NC50, NASD 10.2{ PAOE BB} CT90K g 1.7 I CBI56T 15.5
21.0 CBIoIX 0.6 T TCHERR 19.0
SS50ZK1 20.0 MD0K 2 e T CR350F 71.0
[ZE0R, 2504, 250G 12,7
[CF50, CF70 12,7 ° CGI10, CG1g5 18,5
NF50, NY50 10.7 XL100S, XL1255 izs
[ CY50, CY50K 1 15.0 CBIKS _74.0(8B8A)
CYS0R 2 20.0 XLI125K4 18.5{ PIdsC)
CBE0, XE50 20.0 CRIZ5R 20,0
0, XE75 21.5 CD125T, CDI125T 2 | 5 I TBa0oF 21.0
ST0, 5T70 10.7 CBIZ5T,CBI25TL,CBIssYE | 12.0 [ CBEOOT 20.0
MD50, MO70K 1 10,0 MT125,XL125,C 1125 .0 T CHAOT, CBA00A, UMABO T 15.5
MBS0 12.7 CM125T, CMi126TZ 1. CB400N, GL403, GL500 i5.5
CBI28JX M, TBS00K3, CBS50KS 14.5
CB1258, CD1255, 5L1258 24, CX500 15.5
CB1255 16.5( 'I68E) XRS00 4.5
CR125M2, TL1258 20.0 | CBeso 12.5
70 10.0{ PB35A) || CE750K8, CB750F 3 14.5( PD42A/B}
C70 13.5( CI0C) T CB750A( 77, 78) 12.5
C70M 15.5( C7OMA)Y e CH750KZ, CB750F2 15.5
T CL70,5LT0 7.0( AL70B, 6288) MR175 TR0 | CB750KLTDZ i5.5
CT70 10.7( PAJGA) CMIEET 14.5 CB300F 15.5
[CT70,CI70HRT | 20.0(651A, ATI0A) || XRI85 T 2.5 CBXI000 15.5 4
[ ATCT0, ATCo0, ATCI10 | 20.0 XL1855 2.8
RR75K 2 21.0 T
KRI5K3 20.0 Courtesy of Honda4Fun
Table 1 www.hondafour.com www.honda4fun.com
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2. HOLDER, UNIVERSAL
07725—0010101
_® PURPOSE OF USE

This tool is used to stop the rotation of the fly-
wheel , drive sprocket, ete. (Fig.l)

8¢
5.5¢ @D Lock screw
@Handle
Fig.)
Fig2

® METHOD OF USE

Loosen lock screw {Fig.1<D),turn handle(Fig.1-®)
and set pitch to the required value. Next, after
securely locking with the lock screw, apply tool
to the flywheel and drive sprocket.{Fig.2)

# Usable range ! 52mmto 114mm

@ APPLICABLE MODEL

May be used in common with all model motor-
cycles,

Courtesy of

www.hondafour.com
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3. SPANNER, PIN
07702— 0010000

_@ PURPOSE OF USE

This tool is used for adjusting or removing top
steering thread, rear, cushion spring adjuster,
ete. (Fig.1)

2 Fig2
®
/®
(DHook 4
@Nut !
Fig3

® METHOD OF USE

To use this tool, place hook in slit and anchor
firmly. (Fig.2).Although the usable diameter is
from 35mm to 48mm, when it is not possible to
hook firmly, use in the following manner.
Remove nut (Fig.3-®) retaining the hooks (Fig.
3-@)and interchange the hooks so the left and
right are symmetrical. (Fig.3)

@® APPLICABLE MODEL

May be used in common with all model motor-
cycles.
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4. WRENCH SET, TAPPET

ADJUSTING
07708 —0030000
@ PURPOSE OF USE

Honda4Fun
www.honda4fun.com

Courtesy of
www.hondafour.com

This is a tool used for adjusting tappet gap.
(Fig.1)

@ 07708— 0030100
Wrench 8X 0
® 07708— 0030200
Wrench 10x12
@ 07708~ 0030300
Adjusting(A)
@ 07708— 0030400
Adjusting {B)

Fig.!

/
A
(e

5‘\\\\\ MU
©rrp

Fig.2

@ METHOD OF USE

Use wrench matching the outside diameter or the
adjusting nut (Fig.1-0y®) and the adjusting tool
(Fig.1-@.@)matching the shape of the adjusting se-

rew.
Loosen adjusting nut with the wrench, adjust tapp-
et gap to the prescribed value {refer Service Ma-
nual or Owner’s Manual ) and retighten adjusting
nut in this cendition. { Fig.2)

< TE

LY

_@ APPLICABLE MODEL

07708— 0030100 07708—0030200 07708 —0030300
MODEL Wrench Wrench Adjusting
8x9 10x12 (A}

07708 — 0030400
Adjusting
(B)

C/CD/CL/SS/50  SS/C/50M

Z50A Z50M  Z50AK2~Z50AKS

ST/CT/50

CB/TL/50

CB50~K1

CF50 CF70

TL/XES0 CB50J CYS0K2 XE75

CY50

MD/50/70/90

C/C8/CL/CD6S C/CL/SL/CD/70  C/CD/TOM

ST/CT/70 CTTOM

XL

ATCT0

CT70K8

XR75K4

Us%0

C/CM/ CT90

CS/CD/CL/SL/0 e

ST90

ATCH0K3

CB%0 CL/SL/90OK CB/CD/CL/125S  CBI126IX

s0 60 o/o|aee/oeeieio|ee|ee|elelefe

CB/CL/SL/100  CB/CL125S

XL10¢  XL125

CGIMe CG125

CB125~X5 CL126—K5 L

MJ125

CB125B6 hd

CR125M

LR125

CT125

CB/CD/125T

CBI25K6

CDI125KS

TLI125

CR125M2 ~M4

XL1255

CBI76~Ké CDI?5~K6 CL175~K6 *

XL175 ® e

MR175 » o

CMI18ST

CB/CL/ 200 “

C/CT/200

XL250 XL350 {XL250) * ®

(XL250)

S5L2508

CR250M * L

MT250 - L]
TL250 -

MR25D

CB250GE  CJ2507T CB360G  CJ360T CL360

CB250T CB400T CB400A

XL2508

CB350F

CB4WOF

GL400 GLS00

CBS00

CB550 CBS550F

CB750 ~K?7

CB750F

CB750A

LA AL AL AL AL J1 ]
*oioleiele

GL1000

Courtesy of
www.hondafour.com

Honda4Fun
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~
®
@ (DHandle
@Shaft
(@Hexagonal portion
Fig.2

3. WRENCH SET, RETAINER
07710—0010002

® PURPOSE OF USE

This tool is used to remove the wheel bearing
retainer when replacing the front or rear wheel
bearings, (Fig.1 )

@ 07710— 0010100
Wrench (A)
@ 07710— 0010200
Wrench (B)
@ 07710— 0010300
Wrench (C)
@ 07710— 0010401
Body(A) Secrew diameter M12X 1.5

® 07710— 0010501
Body { B)Screw diameter M12Xx1.0

Fig.t

® METHOD OF USE

Apply wrench of the correct size matching the
front or rear wheel bearing retainers (Fig.l-@)
and the tool matching the screw pitch of the bea-
ring retainer (Fig.1-@or®) as shown in Fig.2.

< Caution>

Always select the tool of the correct size
matiching the screw pitch of the retainer as the
retainer cannot be removed if the size is in
correct,

Next insert shaft (Fig.2-@) of tool on which the
wrench is set into the wheel bearing and turn ha-
ndle (Fig.2~@) until there is no clearance between
the wrench, wheel hub and handle.

Secure handle and turn the hexagonal portion (17
mm diameter) (Fig.2-@) of the shaft and remove
the bearing retainer. (Fig.3)

#1If the rotation of the shaft is stiff, loosen hand-
le slightly and try again. _
When reassembling, set as in the foregoing proce.
dure and insert bearing retainer by turning the .
hexagonal pertion of the shaft.

\f‘;_:_;-‘ RS

—_— e

@ APPLICABLE MODEL

MODEL

07710—0010100
Retainer

(A)

07710— 0010200
Retainer

{B)

47710-- 0010300
Retainer

(C)

07710 — 0010401
Body( A)
M12X1.5

07710-0010501
Body(B)
M12x1.0

CBI25B6

CR126M

CRI125

CB125K6

CB125T CD125T

MR175

CB/CL/200

CB20~-K3 CLZ)~K3 SLb CB3-~K4 CLISO~K4 SL3S0-Ki

XL25b XL350

SL250S

CR250M

MT250

TL250

MR 250

CB250G5 CJ250T CB360G CJ380T CL360

XL2508

CB350F

CBAGOF e

GL400  GLS500

CB450~K5 CLA50~K5

CB500

CB550 CBSS0F

CB500T

CB6SO

CE750~K?7

CB750F

CB750A

CHBT50K

CBS0OF

GL100

CEBX1000

Courtesy of
www.hondafour.com
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6. WRENCH SET, LOCK NUT
07716 —0020002

@® PURPOSE OF USE

This tool is for loosening or tightening the lock
nut when disassembling or reassembling the clui-
ch. (Fig.1)

Honda4Fun
www.honda4fun.com

Courtesy of
www.hondafour.com

@ 07716— 0020100
Wrench 20X 24

® @ 07716— 0020202
Wrenech 26X 30

@ 077160020300
Wrench 17x27

@ 07716— 0020400

@ Wrench 30X 32
% } 07716— 0020500
Extention, Handle & Bar

Fig.!

Fig2

Fig.4
@ METHOD OF USE

(DFit extension and handle (Fig.1-@®) to the wr-
ench {(Figl-@~@)of the correct size matching
the shape and size of the lock nut. (Fig.2) Next, fit
wrench onto lock nut and turn the handle to ti-
ghten or loosen the lock nut. (Fig.3)

(@To raise or bend the lock washer serrations,
use end portion of the handle{Fig.l1-®)and gradu-
ally lift up all of the serrations. (Fig.4) When
assembling, always ensure that all of the lock
washer serrations are bent before tightening the
lock nut. :

10

_ HONDA

® APPLICABLE MODEL

MODEL

07716—0020100
Wrench
20X 24

07716 —0020202 | 07716 — 0020300 (07716 —0020400
Wrench Wrench Wrench
26X 30 17X27 30x32

07716 —0020500
Extention
Handie & Bar

C/CD/CL/S8/50 §S/C/50M

PC/PS/50 PC/PS/50K1

Z50A Z50M Z50AK2~ Z50AK8

ST/CT/5

CBS0—-K1

oo oefee

CF50 CF70

CY50

MB5o

C/CS/CL/CD/6S C/CL/SL/CD/70  C/CD/TOM

@ (C70, CTOM)

ST/CT/70 CT70M

XLM

ATCH

CTHKS

XRI5K4

Us%

C/CM/CT/9%

CS/CD/CL/SL/%

ST g

ATCH0K3

CB/CL/SL/90K CB/CD/CL/1255 CB125JX

CB/CL/SL/100 CB/CL/1285

XL100 XLi25

CSs110

GGl CGL2S |

CB125~K5 CL125-K5 !

LR AL R JE IR I IR SE IR JE IR JE 30 I8 ]

MT125

CB125B6

CR125M

CT125

CBI25K6

CD125K5

TL125

X11255

CB175~K6 CD175~Ké CL175~KS§

LR JE IR IR IR X N ]

XL178

MR175

CM185T

C200 CT200

CH200 CL200

CB250~K3 CL250~3 SL250 CB350~K4 CL350~K4 SL350~Kd

XL250 XL3§0

LI 4L K

SL2505

CR250M

MT250

TL250

MR250

CB250G5 CJ250T CB360G CJ360T CL360

CBZ50T CB400T CB400A

XL2505

CB40OF

GL400 GLSOG

CB450~KS CL450~KS

CBS00T

CBssp

CB750~K7

CBTS0F

CB750K

CEX0F

GL1000

CBX1000

Courtesy of
www.hondafour.com

Honda4Fun
www.honda4fun.com
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7. PULLER, FLYWHEEL

& ROTOR
07733— 0010000
@ PURPOSE_OF USE

This tool is used to pull out the rotor and fly-
wheel. (Fig.1)

D This is used for rotors with screw diameters
of M10<1.25 and M14X 1.5 and for the flywheel
puller handle,

@ This is also used for flywheels with screw dia-
meters of M24X1.0 and M27%1.0(left handed
screw),

Fig.3

@ METHOD OF USE

(DRotor
Adjust rotor puller to the rotor screw diameter,
screw onto rotor and pull out the rotor.
@Flywheel
Adjust flywheel puller adaptor (Fig.1-®) to the fly-
wheel screw diameter and fit onto the rotor
puller {Fig.1-D). Next, after screwing the adapt-
or fully onto the flywheel, using a wrench as a
stop, screw in the rotor puller and pull out the
flywheel. {Fig.3) '

———t N T

® APPLICABLE MODEL

MODEL 077330010000

C/CD/CL/SS/50 SS/C/S0M
PC/P3/50 PC/PS/50K1

ZS0A Z50M ZB0AK2 —Z50AKS

QAS0

ST/CT/50

MRS0

CB/TL/50

PM50

CB50-~ K1

CF50 CF70

TL/XE/50 CBG6)) CYS0K2 XE7S

CY50

MD/50/76/90

MBS0

C/CS/CL/CD/65 C/CL/SL/CD/70 C/CD/70M

ST/CT/20 CTIOM

ATCT0

CT70K8

XR75K4

US90

CiCHicT/®

CS/CD/CL/SL/9%0

ST80

ATCI0K3

B3 CL/SL/90K CD1255 CBi2sJxX

CB/CL/SL/106 CB/CL/1255

XL10¢ XL12s

C3110

CG110 CGI26

CB125~K5 CL125~K5

MT125

CBl25Bg

CT125

CB125K6

CD25KS

TL125

XL1258

XL175

MR175

C/CT/200

*(o|0ieio0sooeoeeieoeeooeoelsoios|aeoiooio|e|eo/eoie(e|eolae

GL400  GLS50G

Honda4Fun
www.honda4fun.com
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8. PULLER, ROTOR S ‘ ® APPLICABLE MODEL.
Honda4Fun 077330020001

www.honda4fun.com
® PURPOSE OF USE MODEL 07733 — 0020001
CB/CD/125T

This tool is used for pulling out the rotor (Fig.l)

. . . . CB176~K6 CDI75—K6 CL175~K6
This is used for rotors with screw diameters of CMIBT
M16x1.5,M18<1.5, M20X1.5and M22x1.5. . CB/CL/200
CB250~K3 CL250~K3 SL250 CB350-K4 CL350-K4 SL350~K4
XL250 XL350
. SL2505
\ MT250
] TL20
. MR250
* CB250G5 CJ250T CB360G CJ360T CL350

CE250T CBA0IT CB400A
XL250S
CB350F
CB40OF
GL400 GL500
CB450~KS CL450~K5
CB500
| CB550 CB550F =
CB500T
CB650
CB750 K7
CB750F
CB750A

Courtesy of
www.hondafour.com

CRI25M

LA AL AL LIE L AL SE AL B R AR AR AP AP AR AE AR IR Y OF 31 )

Fig.!

Fig.2

@ METHOD OF USE

Set rotor puller to match size of rotor screw,
screw in and pull out rotor. (Fig.2}

Honda4Fun
www.honda4fun.com

Courtesy of
www.hondafour.com
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9. DRIVER IN/OUT SET,

VALVE GUIDE
07742— 0010000
@ PURPOSE OF USE

This tool is used driving valve guides in or out
and for cutting the ends of the valve guide(Fig.1)

@ 07742— 0010100
Remover 5.5
@ 077420010200
Remover 6.6
@ 07742~ 0020100
Driver (A)
@ 07742~ 0020200
Driver (B)
® 07742—0020300
Driver (C)
07742— 0020460
Driver (D)
@ 07742— 0030100
Cutter, Valve Guide
07742— 0030200
Pilot 5.5
07742~ 0030300
Fig.l Pilot 6.6
@ 07742-- 0030400
Pilet, 7.0

Fig.4

@ METHOD OF USE

(@DWhen ‘driving out the valve guide

Use a remover (Fig1~D®) matching the inside
diameter of the valve guide and drive out the
valve guide with a hammer, (Fig.2)

@When cutting the valve guide

If the end of the valve guide to be driven out
has become sharp, cut the end of the valve gui-
de as per the following procedure to secure su-
fficient contact area for the remover as there
will be danger of damage to the cylinder if the
remover is used in that condition.

Fit pilot matching the inside diameter of the va-
lve guide (Fig.l1-@®~0@)to the cutter holder (Fig.
1-@).

Place on valve guide as shown in Fig.3 and,
turning handle clockwise, cut until sufficient con-
tact area is secured for the remover,

@ When dring in the valve guide

Fit driver(Fig.l-@*@)matching the outside dia-
meter of the valve guide as shown in Fig.4 and
drive in with a hammer. However, there are so-
me types of vehicles in which the remover (Fig.
1SD®) is also used for driving in the valve gu-
ide. :
{Note>

When driving in the valve guide, always drive
in to the- exact prescribed height. (see manual)

Honda4Fun
www.honda4fun.com

Courtesy of
www.hondafour.com

17


tums
Courtesy H4F

tums
Courtesy H4F


HONDA

@ APPLICABLE MODEL 10. DRIVER SET, BEARING
07746 — 0010001
07742~ | 07742— | 07742— | 07742— | 07742— | 07742— | 07742~ | 07742— | 07742— | 0F742— | . . PUR POSE OF U SE

0010100 | 0010200 | 0020100 | 0020200 | 0020300 | 0020400 | 0030100 | 0030200 | 0030300 | 0030400
Remover | Ramovar | Driver | Driver Driver | Driver | Valve Pilot Piloy Pilot '
5.5 6.6 (A) «©) (D) | Guide 5.5 6.6 7.0 This tool is used to drive in ball bearings.
There are two types available depending on where
the ball bearings are used.
For driving in the ball bearing inner race.
For driving in the ball bearing outer race.

MODEL

-]

£/CD/CL/S5/60 S5/C/50M
PC50/PS/50 PC/PS/50K1

Z50A ZS50M 250AK2~ZH0AKS
ST/CT/50

CB/TL/50

CBs~Kl

CFs0 CFH

TL/XE/50 CB50J CY50K2 XE76
CY50

MD/50/70/%0

C/CS/CL/CD/85 C/CL/SL/CD/70 C/CD/T0M
ST/CT/H CTHM

XL70

ATCT0 ~

CT70K$

XR76K4

Usso

C/CM/CT/%

CS/CD/CL/SL/%0

ST

ATC90K3

CB% CL/SL/%0K CDI2§S CBI125JX
CB/CL/SL/100 CB/CL/126S

XL1oo X1.126

CSshoe

CG110 CGi25

CBI125~K5 CL125~K5

CB125B5

CTi25

CB/CD/126T

CB126K6

CD125K8

TL125

XL1268

CB175~K6 CD176~K6 CL176—~K§
XL175

CM185T

CB/CL/200

CHB250~K3 CL250~K3 SL250 CB3S0~K4 CL350~K4 SL350-~K4 [ ]
XL250 XL350

@ (PC50K1)

AL AL AR AL AL L IR A0 3L 21 )

NPT A ST I R

[ ]
.....Q........'...............‘.....

e(ooeeeieoeoooseee e oeoeoeeoeoseoeloele

N Fig.l

SL250S

TL250

CB250G5 (CJ250T CB360G CJ380T CL36D

XL280S

CB250T CB4QOT CB400A

S®{EX)

CB3s0F

CB40OF

GL40O GL500

CB450—~K5 CL450~K5

CB750~K7

CRB750F

CB750A

CB750K

CBINF

GL1000

.C.................Q...C..................‘.................

CBX1000

Honda4Fun
www.honda4fun.com

Courtesy of
www.hondafour.com

www.hondafour.com www.honda4fun.com

@ 07749— 0010000 Handle (A)

® 07746— 0010100 Outer driver 32X35
@ 07746— 0010200 Outer driver 37Xx40
(@ 07746— 0010300 Outer driver 42X47
(® 07746—0010400 Outer driver 5255
® 07746— 0010500 Outer driver 62X68
@ 07746— 0010600 Outer driver 72X75
@ 07746— 0040100 Pilot 10

@ 077460040200 Pilot 12

D 07746—0040300 Pilot 15

@ 07746— 0040400 Pilot 17

@ 07746— 0040500 Pilot 20

@ 07746—0041000 Pilot 22

D 07746— 0040600 Pilot 25

@ 07746— 0040700 Pilot 30

® 07746— 0040800 Pilot 35

@ 07746—0040900 Pilot 40

® 07746—0030100 Handle (C) 40

d® 07746—0030200 Inner driver 25

E0 07746— 0030300 Inner driver 30

@D 07746— 0030400 Inner driver 35

@ 07746—0020100 Handle (B) 22

@D 07746— 0020200 Inner driver 15

&P 07746— 0020300 Inner driver 17

@ 07746— 0020400 Inner driver 20

19
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® METHOD OF USE , @ APPLICABLE MODEL

Inner rece (mm) Cuter race (mm}

1.When driving in the ball bearing outer race.
(Example) Bearings driven into the wheel hub. Ball Bearing [, .. ariver ngell“"dﬂ"r Handle Quter driver
: [+

Place outer driver (Fig.1-®~@) matching the No. 15]17] 20 22[ 25130 [ 35] 40| 32 35 | 3740 | 42 47 | 52 55 | 6268 | 7275 | 10] 12] 15 |17] 20] 22| 25| 30] 35 40
bearing size, pilot (Fig.1-@~@) and handle
{Fig.2} onto the bearing to be driven in and , 6002 _ g L d ® A4
drive in with a hammer.(Fig.3) ) 6003 ® @ ® ®
' i 6004 o e @ ®
6005 °
6006 ®
6007 ®
6008
6201 ® ®
6202 ®
6203 ®
6204 ®
62/22 ‘
6205 o
6206 ®
6207 °
6208
6300 ° ®
6301 ® ®
6302 °
6303 ®
6304 ®
63/22

2.When driving in the ball bearing inner race. ; 6305 d
(Example) Bearings pressure-inserted into the: : 6306 9o

crank shaift. 6307 ®
Place inner driver matching the bearing size . 6308

(Fig.1-®@~@or@—@) and the handle {FigdBor §

or@) onto the bearing race(Fig.4) and drive in i 6403 ® @ @ ®
with a hammer.(Fig.5) There are also instances 6404 I )

in which the handle only is used to drive in the : 6405 ®
tf:gl:mg race depending on the size of the bea 6106 °
(Refer to Tadle of Applications) ' 6407 ®

f 6408

6902 @
6903 @
: 6904 @
! 6905 ®
; 6906 °®
6907 ®

1 6908
!

Honda4Fun
www.honda4fun.com

Courtesy of
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Fig.2

-

16002 ® ® .
16003 @ ® L @
L

16004 ®
16005 ®
‘ 16006 ®
i 16007 ®
16008

Fig4 Fig5

[ d
-4
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11. DRIVER SET, FRONT FORK

Honda4Fun 0“— SEAI—
www.honda4fun.com 07747 —0010000

@ PURPOSE OF USE

Courtesy of
www.hondafour.com

This tool is used when driving in the front fork
0il seal. (Fig.1}

D07747—0010100 Body

(Drive-in depth 19.5m)
14, Omm

@07747— 0010100

P

@07747— 0010200 A.T.T.(A) @07747— 0010200 A.T.T.(A)

_ ® ® @ ® ©

@07747—0010300 A.T.T.(B) @07747— 0010300 A.T.T.(B)
@07747—0010400 A.T.T.(C) @07747— 0010400 A.T.T.(C)
®07747—0010500 A.T.T.(D) &07747— 0010500 A.T.T.(D)

®07747—0010600 A.T.T.(E) ®07747—- 0010600 A.T.T.(E)

Fig.|

Fig2 Fig3

® METHOD OF USE

Fit AT.T.(Fig.1-@—~®) matching the front fork
pipe diameter(inner tube) and the fork bottomcase
diameter (outer tube) onto the tool proper (Figl
-(D) and drive in the oil seal while guiding with
the fork pipe. (Fig.3)

{Note>

As the oil seal may be driven in to 14mm and 18.5
mm from the edge of the bottom of the fork casing
on certain types of vehicles in which this depth is
fixed (see manual), select and drive in to the pre-
scribed depth.(Fig2}

22 (00 S R R

@® APPLICABLE MODEL

MODEL

O7747-0010104)
Body

07747-0010200 | 07747-0010300
AT.T.(A) AT.T.(B)

07747-0010400
AT.T.(C)

077470010500
ATT.(D)

07747-0010600
ATT.AE)

C/CD/CL/SS/50 S5/C/50M

® (CL/SS

50) @ {CL/5850)

S5T50 CTS0

MRE50

CB/TL/50

CB50~ K1

TL/XE/S¢ CBS0J] CY50K2 XE?5

CY50

MD/50/70/90

MBS0

C/CS/CL/CD/65 C/CL/SL/CD/0 C/CD/TOM

ST/CT70 CT70M

XL70

XR75K4

C8/CD/CL/SL/S%0

ST

CB20 CL/SL/QOK CD1255 CBI125JX

® (90ce)

@ (125ce)

CB/CL/SL/10¢_CB/CL/1258

@ (100ce)

® {125¢cc)

XL100 XL125 i

CS110

CG110 CGi25

CBI25—~K5 CL125~Ks5

MT125

CE12586

CRI25M

CR125

CT125

CB/CD/125T

CB125K6

CD125K5

TL125

LIt )

XL1255

CRI25R

CR1256M2~M4

CB173~Ké CD175~Ké CLI75~Ké

XL175

MR175

CM185T

CB/CL/200

CB250~K) CL250~K3 SL20 CBISO~K4 CL2B0~K4 51350-Kd

Xi.250 XL350

-

CR250M

MT250

TL250

MR250

CB250G5 CJ250T CB360G CJ350T CL360

SL250S

CB250T CR400T CB400A

XL.2505

CB350F

CB40OF

GL400 GL500

CB450~KS CL450~KS

CBs00

CB550 CBSSOF

CB500T

CB6§0

CB750~K7

CBISOF

CB750A

CB730K

CBS0OF

GL1000

CBX1000

o0 o(oioo0 0 oe0 e ee e oo oo s oo oo ooeeoeseeoee oo eoe/eeeoeleleelelse

Courtesy of
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12. COMPRESSOR,

Honda4Fun VALVE SPRING
www.honda4fun.com 07757 _ 00‘ 0000

@ PURPOSE OF USE

Courtesy of
www.hondafour.com

This tool is used to compress the valve spring
when removing or installing the valve cotter. As
this tool is provided with a “quick lock” deviece,
working time is greatly shortened compared to

the conventional tools. (Fig.1)

Frame boss
Pressure screw
set position

A.T.T.

Lever of the quick
lock device

Lock lever

Handle

@0 ©6 0

Fig.|

Fig.2

® METHOD OF USE

(@ Match pressure screw set position {Fig.1-®) to
the face of the frame boss(Fig.1-@). 7

@ Fit A.T.T. (Fig.1-®) onto the valve spring reta-
iner and press lock lever {(Fig1-®) onto the top
of the valve by manipulating the lever of the
quick lock device (Fig.1-@).

@ Turn handle (Fig.1-®) and screw in while pushing
the lock lever in the “Lock” direction. (Fig.2}
(In this instance, it will lock automatically when
screwed in slightly.)

@ Remove valve cotter, loosen pressure screw,
relezse lever of the quick lock device and pull
out lock lever fully.

24 IIlIIIIIIIlIIIIIIIIllIIlIIlIIlIIIIIIIIlIIIII—IIIIIIIIIIIIIIII'I

® APPLICABLE MODEL

MODEL

07757—0010000

C/CD/CL/S5/50 §5/C/50M

Z50A Z50M ZS0AK2~ZS0AKS

QAS50

ST/CT/50

CH/TL/50

CB50~KI1

CF50 CF70

TL/XE/50 CBS0J CYS0K2 XE75

CY50

MD/50/70/90

C/C5/CL/CD/6S C/CL/SLACD/T0 C/CD/TOM

ST/CT/70 CTIOM

XL70

ATC70

CT70K8

XR75K4

Us9%0

C/CM/CT/90

CS/CD/CL/SL/Y0

ST90 5

ATCI0K2

CB% CL/SL/%0K CD125S CBI125JX

CB/CL/SL/00 CB/CL/125S

XLI0G6 XL125

CS1e

CG110 CG125

CB125~K5 CLI125-~K§

CB125B6

CT125

CB/CD/125T

CB125Ke

CDI25KS

TL12S

XLi1255

CBI75~K6 CDI?5~Ké CLI75~K6

XLi76

CMI185T

C/CT/200

CB/CLA200

CB250-K3 CL20~K3 SL20 Cpas0- Ké CL3SO-Ké SLs-K4

XL250 XL350

TL250

CB250G5 CJ250T CB360G CJ360T CL360

SL2505

CB250T CB400T CB40gA

XL250S

CB3s¢F

CB40OF

GLA00 GLS500

CB4s0~K5 CL450~KS

CB500

CB550 CBSS0F

CB500T

CB650

CB750~K7

CB750F

CB750A

CB750K

CBS0OF

GL1000

CBX1000

¢S 00 0o ooeeooeeeeveeoe oo oeiee osoe|aee( o eleeeleleoeeeeeoeie v/ eoseelessls
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13. DRIVER SET, PIN
07744—0010000

® PURPOSE OF USE

This tool is to drive the spring pin in or out.
(Fig.1)

O G
@ -

@07744— 0010100 Pin
@07744— 0010200 Pin
®07744— 0010300 Pin
@07744— 0010400 Fin
®07744— 0010500 Pin
®07744— 0010600 Pin

Fig.!

Fig.2

& METHOD OF USE

Fit pin driver (Fig.l-@~®), which matches the
outside diameter of the spring pin, onto the pin
and drive the spring pin out with a hammer.
(Fig.2)

2.5
3.0
3.5
5.0
6.0
8.0

Courtesy of
www.hondafour.com

i it e et csmam il

D42 ik, o it s e IR i e

————— e Y

@ APPLICABLE MODEL

www.hondafour.com

MODEL 07744~ 0020100 | 077440010200 | 07744 —0010300 { 07744— 0010400 | 07744 —0010500 | 07744 —0010600
Pin 2.5 Pin 3.0 Pin 3.5 Pin 5.0 Pin 6.0 Pin 8.0
ST/CT/50 @
CF50 CF70 .
ST/CT/7 CTHOM [
GL400 GLS00 ®
CB750A ®
CBX1000 L ]
by
Honda4Fun
- www.honda4fun.com
Courtesy of Honda4Fun

www.honda4fun.com
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14. DIS/ASSEMBLY TOOL,

REAR CUSHION
07959— 3290001
@ PURPOSE OF USE

This tool is used to compress the rear cushion
spring to remove or install the spring seat stop-
per, and to disassemble or assemble the rear
cushion. (Fig.1)

(DAdjusting nut
®Pin
(@Handle .

Fig.l

Fig.3

® METHOD OF USE

@ Set adjusting nut (Fig.1-@) to the outside dia-
meter of the upper case of the rear cushion
and fit onto the rear cushion. (Fig.2)

@ Insert pin (Fig.1-®) into the top portion of the
rear cushion to prevent rotation.

(3 Turn handle (Fig.1-(®) to compress the spring
portion of the rear cushion, remove the spring
seat stopper and disassemble.{Fig.3)

@ Reinstallation may be carried out by the same
procedure.

<ER T

BP0 o oot e

® APPLICABLE MODEL

MODEL

07959 — 3290001

C/CD/CL/S5/50 $S/C/50M

PC/PS/50 PC/PS/50K)

ST/CT/50

CB/TL/50

NC50

NF50 NF75

CB§0~KI

CF50 CF70

TL/XE/%0 CBs0J CY50K2 XET75

CYs50

MD/50/70/90

MBS0

PMS0

C/CS/CL/CD/6s C/CL/SL/CD/70  C/CD/T0M

ST/CT/70 CT70M

XL70

CT70K3

XR75K4

C/CM/CT/%0

=4
o

C5/CD/CL/SL/%

ST

CBg0 CL/SL/9OK CDI255. CBlIsJX

CB/CL/SL/100 CB/CL/1258

XL100 XL125

CS110

CGI110 CG12§

CB125~K5s CLI125~Ks

MT125

CB125B6

CB125K6

CD125KS

TL125

XL1255

CRI126M2~ M4

CR125

CT125

CB175~K6 CD175-~-Ké CL176~Ké

XL175

CM185T

CICT/200

CB/CL/200

CB250~K3 CL250--K3 SL2560 CB350~K4 CL350~K4 SL350~Kd4

4

XL250 XL350

MT250

TL250

MR250

CB250G5S CJ250T CBisgG CJIBOT CL3ISO

512505

CB250T CB40OT CB400A

XL2508

CB350F

CB40OF

GL400 GLB0O

CB450~K5 CL450-~KS

CB500

CBs50 CBSSOF

CBSeOT

CB650

CB750~K17

CB7S0F

CB7304A

CB750K

CB00OF

G 11000

CBX1000

o0 (S eooee oo seeie o sess ool oo oeo/ojeoele/ee oo oeleeleo e e leofeslaiee/eoloeo/eo/elele
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15. SPANNER SET, NIPPLE
077010020000
@® PURPOSE OF USE

This tool is used to adjust the tension of the spo
kes by turning the spoke nipples. {Fig.1)
It is ailso possible to control the tightness torque
by using a torque wrench in combination.

@07701—-0020100 (A) 4.1X4.5
@07701— 0020200 (B) 4.5X5.1
@07701~ 0020300 (C) 5.8x6.1

Fig.

Fig.3

When a torque wrench is
used for a nipple spanner,
the actual torque applied

to the spoke nipple will

N e
/—————: not be indicated.
EI"‘—'—-_‘] Calculate the actual torque
as follows.
A=Effective length of the
B —me———— A —— > torque wrench

B=Effective length of the

nipple spanner{Table.l)
R=Indicated value

T=Actua) torque value app-

lied to the spoke nipple

A+B_T
A R
Fig.4 Spanner Size B Size
4.1mm, 4.5mm 15.7mm
5.1mm, 15.5mm
5.8mm, 6.1mm 15.0mm

Table.1

Courtesy of Honda4Fun :
www.hondafour.com www.honda4fun.com m

@ METHOD OF USE

Use wrench(Fig.-@Q—~®)of the correct size for
the spoke nipples and tighten or loosen the spokes.

( Fiig 2}

When controlling the torque, tighten the spoke
nipples to the correct torque with a torque wre-
nch after tightening all uniformally by hand. (Fig3)
Also, although the method of calculating the tight-
ness torque is as shown in Fig.4, refer to the

manual for the prescribed value.

@® APPLICABLE MODEL

LI T g s e L ke i

g S e O e

ST

MODEL

07701 — 0020100
(A) 4.1X4.5

07701— 0020000
(B) 4.5%5.1

07701—0020300
(C)5.8x86.1

C/CD/CL/S5/50 SS/C/50M

PC/PS/50 PC/PS/50K1

CT50

CB/TL/50

NC/50 '

TL/XE/50 CBS0) CVsoK2 XE7

PAS0

CB50~K1

MD/50/70/90

@ (OMLY MD50)

® (ONLY MIy70

50}

PM50

CrCS/CL/CD/GS  C/CL/SL/CD/N  C/CD/TOM

XL70

XR76K4

C/CM/CT/9

CS5/CD/CL/SL/S0

® (ONLY CLS0)

CH% CL/SL/90K CDI258 CBI28JX

CB/CL/SL/100 CB/CL/1258

XL1op XLI125

Cs110

CGIe (G125

o(eo oo sieeee

CB125~X5 CL125~ K§

MTI125

CB12586

CRI25M

CRI25

CTI25

CBI25K6

S LU WS

CD125K5

CBi25T CDIZET

@ (P-W)

&{R-W)

TL125

@ (F-W)

¢(R-W)

XL1255

®(F-W

o (R-W)

CR125M2~ M4

®(F'W

®{R-W)

CRI25R

CB175~Ké CD175~Ké CL175~Ké

XLI7S

MR1I75

CM185T

C/CT/200

CB/CL/200

CB250~K3 CL250~K3 5L250 CB3%0-K4 CL350~K4 SL350~Kd4

XL25¢ XL3s0

CR250M

MT250

TL250

I
MR250

CB280G5 CJ250T CB360G CJ360T CL360

S1,2808

CO4D0F _ T

TR Gt ki

CB&00

CBss0_CESSOF

CBseoT

CB750--K7

CB750F

CB750A

CB750K

GL1000

LALAR AL AL LA L JE AL A 20 A0 30 JE 20 A8 20 30 T JE Jf )
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HOw TO ORDER

O Honda Common Service Tools are available through the same parts order channel
as Honda Special Service Tools.

O Please specify tool nuinbers and quantities required when placing orders on
common service tools and inspecting the tool as the case may be used by another
tool as the same work.

O Immediately contact your dealer if tools are defective at time of delivery. You
will be furnished with new tools if they appear to Honda, upon inspection, to
have been defective in material or workmanship.
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The cometitive price, excellent design and longevity features add new-dimens*:bns.
to the Honda Commeon Service Tools for motorcycles efficiency and versa-

tility to save many hours of on the- job service and repair time. This table has
been prepaired to provide a quick reference to the applicetion of mach service

Honda4Fun tool included in the table.

www.honda4fun.com P

Courtesy of
www.hondafour.com

I. Information included in the Modal Colunn is based on the base model at
the time of approval for printing. For those other than the base model

refer to the instructions for the base model.
2. Tools may serve as part of other tools as a set. Find the tool you want
on this table, then make sure that it is the correct tool for the part be-

ing serviced.

3. For detailed procedures, refer to the Common Service Tool Manual or
applicable Shop Manual.

4. The table is subject to changes at any time without notice.

.

Abbreviations: FW: Front Wheel RW: Rear Wheel
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